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Anderson AN75 EO Gas Steriliser

Low temperature sterilisation that protects your tools, team and budget

Vet clinincs deal with delicate and high value equipment everyday, which requires a 
gentler form of sterilisation, other than steam and plasma.  

Designed for ease, safety and long term cost savings, the AN75 EO steriliser is simple 
to install, easy to operate and backed by Mediquip’s nationwide service support. Gain 
confidence and relief through: 

● Extended instrument lifespan
● 90% less EO per cycle  than any other 

system - only 17.6g gas per cartridge
● Optional abator system for near-zero 

emissions

● Touchscreen interface with guided 
prompts

● Sterilisation + aeration in the same 
chamber (no transfers needed)

● Easy setup & low maintenance 
requirements

20°C Low temp 
Sterilisation

Safety enhanced ampoule 
cartridge

Micro-dose EO 
cartridge (17.6g)

ARTG
Listed
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Why choose the AN75 Steriliser?
Anprolene has long been recognised for its reliability, gentle performance and broad 
instrument compatibility. The next-generation, TGA listed AN75 series strengthens 
this legacy with consistent sterilisation results, upgraded components and an intuitive 
touchscreen interface, delivering one of the most versatile and effective sterilisation 
systems on the market. 
 
This tabletop steriliser offers gentle, low temperature sterilisation at just 20°C, making 
it ideal for delicate or heat-sensitive devices. Ethylene oxide complements traditional 
methods of sterilisation, such as steam and plasma.

17.6g EO Catridge:
Terminal sterility with 90% less EO gas than any 
other system on the market with hermetically 
sealed EO ampoules to prevent accidental 
activation.

Single-Dose EO Cartridges:
EO is sealed inside a puncture activated 
cartridge, illiminating the risk of accidental 
leaks or operator contact.

Smart Cabinet Design:
An interior ventilation port in the back of the 
chamber actively draws fresh air from the 
room throughout the cycle, ensuring airflow 
in one direction eliminating potential operator 
exposure.

12 hour exposure cycle:
Achieve the TGA-required 10-6 SAL (sterlility 
assurance level) for terminal sterilisation.

Easy to install requirements:
Requires only a 240v outlet and a 25mm 
dedicated exhaust line 

ARTG Listed:
Gain peace of mind with a machine that has 
been listed and registered with the local 
Authority (TGA)

Key Advantages
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Understanding EO exposure: how safe is the AN75?

Autority Exposure Standard Ethylene 
Oxide (EO)

Hydrogen 
Peroxide 
(H202)

Household Chlo-
rine (Bleach) 
NaCIO

NIOSH

National Institute 
of Occupational 
Safety and Health

IDLH

(Immediate Danger to Life 
or Health). The maximum 
concerntration from which a 
worker could escape without 
suffering permanent health 
effects or death.

800 ppm 75 ppm 10 ppm

OSHA

Occupational 
Safety and Health 
Administration.

(Permissible Exposure Limit) PEL

The legal limit for a worker’s ex-
posure to a substance averaged 
over a standard 8-hour workday. 
(Time-Weighted Average) TWA

1 ppm (8-hr 
TWA)

1 ppm (8-hr 
TWA)

1 ppm (8-hr 
TWA)

OSHA (Short Term Exposure Limit) STEL

The maximum concerntration 
averaged over any 15-minute 
sampling period.

5 ppm (15-m 
STEL)

2 ppm (15-m 
STEL)

1 ppm (15-m 
STEL)

How the AN75 Compares to Australian EO Safety Standards

While EO gas has long been deemed a hazardous gas, that is highly regulated, the 
exposure limits are far less dangerous when compared to common household chemicals 
such as hydrogen peroxide and household bleach. The table below demonstrates the 
workplace exposure limit of 1 ppm TWA is no higher, and in some cases, lower than 
these everyday chemicals. 

The AN75 keeps EO securely contained within a closed micro-dose system, using a 
sealed ampoule and in-chamber aeration that reduces the residual gas before the door 
is opened. When combined with strict exposure limit of 1ppm TWA, this controlled 
process ensures the operators exposure levels stay well below the detectable thresholds 
of EO gas. 

This offers a sterilisation method that is safe and predictable, and in many respects, 
operationally safer than the routine exposure to standard cleaning chemicals.
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Specifications, Dimensions & Support

Technical Specifications

Australia-Wide Support

Sterilisation cycles: 
Aeration Cycle: 
What can be sterilised:

Mediquip supports your practice with a national network coverage of qualified service 
technicians, providing full installation, maintenance and operator training across 
Australia. Our team ensures your equipment runs safely, efficiently and with minimal 
downtime throughout its entire lifecycle.

Flexible Financing Options

Mediquip offers flexible financing through Credible, offering 
competitive rates, fast approvals and repayment options 
designed to align with your clinics cash flow.

Contact our offices to book your demo

12 - 24 hours
2 hours or 24 hours
everything except: Drugs, liquid, food and powder


